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EEx “d,, II B EXPLOSION-PROOF LAMPS AND CONTINUOUS LIGHT BEACONS

V 12-24-110-230-240  (±10%) 50/60 Hz

IP 66 C –40 +60

AL : 3/4” GK
(M20x1.5)*

° 1 2 3 4 5 6 PCOn

AEVS/200
E Ex-d

EX LF2 AL

EXLF2AL200W230DA  58801 
EXLF2AL200W240DA  58812

2 31

Kg. 4,31

E 27
max 200W

V 110 230 240     

A 1.8 0.9 0.84

Cd (p) 200 200 200

INIEX: 81.103.123/1            T 3   

AEVS/100
E Ex-d

EX LF1 C AL

EXLF1CAL40W110DA3 58787 
EXLF1CAL40W110DA4 58789 
EXLF1CAL40W230DA3 58785 
EXLF1CAL40W230DA4 58795 

EXLF1CAL40W230DA5 58788 
EXLF1CAL40W240DA1 58710 
EXLF1CAL40W240DA2 58786 
EXLF1CAL40W240DA3 58711 

EXLF1CAL40W240DA4 58712 
EXLF1CAL40W240DA5 58713

2 31

Kg. 3,26

BA 15d 40W
LR BA 15d 40W

V 110 230 240     

A 0.36 0.15 0.16

Cd (p) 120 100 110

INIEX: 81.103.120/1            T 4   

AEVS/300
E Ex-d

EX LF3 AL

2 31

Kg. 6,55

E 40
max 300W

V 110 230 240     

A 2.7 1.36 1.25

Cd (p) 300 300 300

INIEX: 81.103.124/1            T 4   

EXLF3AL300W230DA  58802 
EXLF3AL300W240DA  58819

Cd (p) - Peak luminous intensity with clear dome
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EEx “d,, II B EXPLOSION-PROOF LAMPS AND CONTINUOUS LIGHT BEACONS

V 12-24-110-230-240  (±10%) 50/60 Hz

IP 66 C –40 +60

AL : 3/4” GK
(M20x1.5)*

° 1 2 3 4 5 6 PCOn

AEVS/100
E Ex-d

EX LF1 CR AL

EXLF1CRAL100W230DA3 58813 

2 31

Kg. 3,26

E 27
max 100W

V 230

A 0.45

Cd (p) 20*

INIEX: 81.103.120/2    T 4   

AEVS/200
E Ex-d

EX LF2 C AL

EXLF2CAL40W110DA3 58755 
EXLF2CAL40W230DA2 58745 
EXLF2CAL40W240DA1 58750 
EXLF2CAL40W240DA2 58751 

EXLF2CAL40W240DA3 58752 
EXLF2CAL40W240DA4 58753 
EXLF2CAL40W240DA5 58754

2 31

Kg. 4,31

BA 15d 40W
LR BA 15d 40W 

V 110 230 240     

A 0.36 0.15 0.16

Cd (p) 120 100 110

INIEX: 81.103.123/1            T 3   

AEVS/300
E Ex-d

EX LF3 C AL

2 31

Kg. 6,55

BA 15d 40W
LR BA 15d 40W 

V 110 230 240     

A 0.36 0.15 0.16

Cd (p) 130 80 90

INIEX: 81.103.124/1            T 4   

EXLF3CAL40W230DA4 58760 
EXLF3CAL40W240DA1 58790 
EXLF3CAL40W240DA2 58791 

EXLF3CAL40W240DA3 58792 
EXLF3CAL40W240DA4 58793 
EXLF3CAL40W240DA5 58794

Cd (p) - Peak luminous intensity with clear dome

* peak luminous intensity
with red dome



EEx “d,, II B EXPLOSION-PROOF LAMPS AND CONTINUOUS LIGHT BEACONS

V 12-24-110-230-240  (±10%) 50/60 Hz

IP 66 C –40 +60

AL: 3/4” GK
(M20x1.5)*

° 1 2 3 4 5 6 PCOn

AEVS/100
E Ex-d

EX LF1 AL

EXLF1AL100W230DA  58783 
EXLF1AL100W240DA  58820

2 31

Kg. 3,26

E 27
max 100W

V 110 230 240     

A 0.9 0.45 0.42

Cd (p) 100 100 100

INIEX: 81.103.120/2            T 4   




