
TOWER SECTOR – LD TWS LED INTEGRATED CONTINUOUS LIGHT 

TOWER SECTOR – LD TWS
LED INTEGRATED FLASHING LIGHT 

Code numbers for the black version are available on request
6

LED INTEGRATED
TWS TOWER

1 2 3 4 5 6 PCC –30 +50° SELF-EXTINGUISHINGOn

50/60 HzV24     - 48     - 110    - 240    (±10%) IP 65

1 2 3 4 5 6 PCC –30 +50° SELF-EXTINGUISHINGOn

50/60 HzV24 - 48 - 110 - 240 (±10%)

IP 65

V

V    

mA

mA

Kg 0,11

––
24 48

110 240

90 65 20 20

80 65 20 20

LD125TWSF24DA1 66721 LD125TWSF48DA1 66731 LD125TWSF110A1 66741 LD125TWSF240A1 66751
LD125TWSF24DA2 66722 LD125TWSF48DA2 66732 LD125TWSF110A2 66742 LD125TWSF240A2 66752
LD125TWSF24DA3 66723 LD125TWSF48DA3 66733 LD125TWSF110A3 66743 LD125TWSF240A3 66753
LD125TWSF24DA4 66724 LD125TWSF48DA4 66734 LD125TWSF110A4 66744 LD125TWSF240A4 66754
LD125TWSF24DA5 66725 LD125TWSF48DA5 66735 LD125TWSF110A5 66745 LD125TWSF240A5 66755
LD125TWSF24DA6 66726 LD125TWSF48DA6 66736 LD125TWSF110A6 66746 LD125TWSF240A6 66756

Kg 0,12

LD125TWSL24DA1 66421 LD125TWSL48DA1 66431 LD125TWSL110A1 66441 LD125TWSL240A1 66451
LD125TWSL24DA2 66422 LD125TWSL48DA2 66432 LD125TWSL110A2 66442 LD125TWSL240A2 66452
LD125TWSL24DA3 66423 LD125TWSL48DA3 66433 LD125TWSL110A3 66443 LD125TWSL240A3 66453
LD125TWSL24DA4 66424 LD125TWSL48DA4 66434 LD125TWSL110A4 66444 LD125TWSL240A4 66454
LD125TWSL24DA5 66425 LD125TWSL48DA5 66435 LD125TWSL110A5 66445 LD125TWSL240A5 66455
LD125TWSL24DA6 66426 LD125TWSL48DA6 66436 LD125TWSL110A6 66446 LD125TWSL240A6 66456

Flash/min.150±20

V

V    

mA

mA

––
24 48

110 240

90 65 20 20

80 65 20 20

LD 125 TWS F
LD125TWSF

2

LD 125 TWS L
LD125TWSL

2
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TOWER SECTOR - TWS MODULES

Code numbers for the black version are available on request

Attention: to assemble the tower this item is essential

V MAX 240 C –30 +60°IP 65

TWSBC 27700

TWS B.C.
WIRING BASE

+ COVER

SELF-EXTINGUISHING

Kg. 0,12
2

2

2

2

On

V12÷48     -110÷240     (±10%)

TWSAMT1248DAIP54 27718
TWSAMT110240AIP54 27719

C –30 +60° SELF-EXTINGUISHING

50/60 Hz IP 54

TWS A
PIEZOELECTRIC 

ACOUSTIC MODULE 
6 SOUNDS CAN BE

SELECTED BY MEANS
OF THE DIP SWITCH

On

V12÷48     -110÷240     (±10%)

C –30 +60° SELF-EXTINGUISHING

50/60 Hz IP 65

On

V12/24      - 48      -110     - 230/240    (±10%)

C –30 +60° SELF-EXTINGUISHING

50/60 Hz IP 54

Kg 0.13

V – – –

V 110 ÷ 230 ÷ 240

mA 2.7 6 13 4 8 8.5

Hz 2500 (± 100 Hz)

12 ÷ 24 ÷ 48

TWSAM1224DA 27790
TWSAM48A 27791
TWSAM110A 27792
TWSAM230240A 27793

TWS AM
MAGNETODYNAMIC
ACOUSTIC MODULE

32 SOUNDS CAN BE SELECTED
BY MEANS OF THE DIP SWITCH

Kg 0,24

TWSAMT1248DAIP65 27728
TWSAMT110240AIP65 27729

TWS A IP65
PIEZOELECTRIC 

ACOUSTIC MODULE 
6 SOUNDS CAN BE

SELECTED BY MEANS
OF THE DIP SWITCH

Kg 0,10

V
12/24

– – – –

V 48 110 230/240

V – – –

V 110 ÷ 230 ÷ 240

mA 2.7 6 13 4 8 8.5

Hz 2500 (± 100 Hz)

12 ÷ 24 ÷ 48
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TOWER SECTOR - ACCESSORIES TWS

TWSPR 27761

TWSBS 27760

TWSBOXPG9 27777

FOOT - with O-Ring and base gasket

PA 

TWS BS

PC

PA 

TWS BOX PG9

PA 
TWS PR

TWSBP1 27762

TWSKITINOXL400 27767

TWS BP 1

TWS KIT INOX L/400

TWSKITINOXL200 27766

TWS KIT INOX L/200

TWSKITINOXL100 27765

TWS KIT INOX L/100

Kg. 0,03

EXTENSION STEM (h. 10 cm. - stackable) - with
O-Ring and two removable snap-shut stoppers

Kg. 0,03

1 THREAD WALL SUPPORT - with O-Ring
and base gasket

Kg. 0,04 

2 THREAD WALL SUPPORT - with O-Ring
and base gasket

Kg. 0,05

1 PR + 1 BS - with O-Ring, base gasket and two
removable snap-shut stoppers

Kg. 0,06 

FLEXIBLE STEEL EXTENSION STEM

N TWS PF2

Kg.  0,26

PA 

TWSBP2 27763

TWS BP 2
PA 

TWSKIT 27764

NTWSPF2 27696

TWS KIT
PA 

JUNCTION BOX

Kg. 0,1 

STAINLESS STEEL EXTENSION STEM (h. 200 mm)
with O-Ring

STAINLESS STEEL EXTENSION STEM (h. 400 mm)
with O-Ring

Kg. 0,28 

Kg. 0,18 

STAINLESS STEEL EXTENSION STEM (h. 100 mm)
with O-Ring

Kg. 0,14 

Code numbers for the black version are available on request




